
In these markets, Mehrer compressors 
and Mehrer compressor units for oilfree 
compression of air and gases are critically 
accountable for the quality of the products 
produced. The processes of foodstuffs and 
beverage industry are subject to uninter-
rupted validation during their complete life 
cycle, including process gas compression. 
Mehrer is responsible for reliable, economic 
supply of pressure gas and compressed air, 
for example in the following processes:

k	Protection of foodstuffs during storage, 
filling, packing, and transportation, by 
inert gases such as CO2 and N2

k	Oilfree compression of instrument and 
process air

k	Oilfree compressor units for 40 bar(g) 
process pressure for PET-bottle pro- 
duction

k	CO2 extraction from production plants, 
due to burning natural gas and oil

k	CO2-dressing, based on CO2-reclamation 
from fermentation processes

k	CO2-extraction, based on naturally  
available CO2

k	Compression of CO2 and N2 for plants 
for production, storage, filling, packing, 
and transportation of foodstuffs and 
beverages

Compressor Solutions for 
breweries, beverage production, 
foodstuff industry
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BREWERY  

Task: Compression of corrosive, moist CO2 
from alcohol fermentation, CO2-recovery in 
a brewery

Solution: Oilfree, two-stage Mehrer piston 
compressor D3-TZW 70-55-C, water-cooled

Flow rate:  3 x 500 kg/h 
Suction pressure:  0 bar(ü) / 0 psig 
Final pressure:  18 bar(ü) / 256 psig 
Drive capacity:  3 x 74 kW / 40 hp

MINERAL SPRING  

Task: Compression of corrosive, moist CO2 
from natural springs for use in a mineral 
spring

Solution: Oilfree, two-stage Mehrer piston 
compressor TVZ 900-K90, water-cooled

Flow rate:  800 kg/h 
Suction pressure:   0 bar(ü) / 0 psig 
Final pressure:   17 bar(ü) / 242 psig 
Drive capacity:   90 kW / 121 hp

CARBON DIOXIDE PRODUCTION  

Task: Compression of corrosive, moist  
CO2 from burning natural gas in a CO2- 
production plant

Solution: Oilfree, two-stage Mehrer  
piston compressor D2-TVZ 900-K110-C, 
water-cooled

Flow rate:  2 x 1.128 kg/h 
Suction pressure:  0,3 bar(ü) / 4,3 psig 
Final pressure:   17 bar(ü) / 242 psig 
Drive capacity:  2 x 110 kW / 2 x 148 hp

 

FOODSTUFF PRODUCTION 

Task: Compressed air production for control 
air and instrument air

Solution: Oilfree, two-stage Mehrer screw 
compressor BSTL 132-10, air cooled

Flow rate: 2 x 1.142 m3/h / 2 x 672 cfm 
Suction pressure: 0 bar(ü) / 0 psig 
Final pressure:   10 bar(ü) / 142 psig 
Drive capacity:  2 x 132 kW / 2 x 177 hp
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SAFETY, 
QUALITY, SERVICE

Mehrer is certified as per DIN EN ISO 
9001:2000. Exceptional reliability is 
assured by Mehrer’s-quality without 
compromise design, requiring low 
maintenance, and easy access to 
important wear parts, as well as  
customer specific service kits.


